STANLEY® GENERATOR $SG2000

SXGN8000S50E
STEEL FRAME. 2000 W
Heavy duty steel frame for ~—— OHV ENGINE.
stronger overall protection in 4-Stroke Engine delivers
all working candijons. long life of reliable power
for safe running.
AVR+

VOLTMETER.

It features voltmeter for
Automatic Volt Regulation
monitoring.

2 SOCKETS. 4

2X 230V Sockets with
1x 12 V DC output.

TECHNICAL SPECIF

® 2x 230V Description ] Data Description I Data

¢ Qverload Protection Voltage 230V 150 Hz Fuel Capacity 151

« il deficiency safety device Peak Power | 22w (s25min) 0il Capacity | 600 mL

3 Rated power 2kW Starter Recoil

* Pure Sine Wave o ' o -
Bore x Stroke | 68 x 54 mm Running Time (Full Tank) | 6.3 hours
Wiring Type Aluminium Sockets 2x230 V VDE / 1x12V RC
Cooling ‘ Air-Cooled Supporting connections |
Voltage Regulation AVR Phase / Waveform Single
Engine Type ‘ 4-Stroke OHV Noise (Nominal/Guarant.) l 96 dB
Max Output (HP) 6.5 HP Weight 48 kg
No-load Speed \ 3600 rom Tool Kt | Yes
Displacement {cm’) 196 cm’ SKU SXGN8O0DS0E
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